
BWF APPROVED FIRE CHECK  
DOOR CASING & LINING SETS
FOR FD30 DOORS ONLY

IMPORTANT NOTICE
To ensure that all your single leaf door casing 

and lining applications comply with the latest 

regulations, we now offer BWF Approved 

Fire Door Casings and Linings. These exceed 

the minimum requirements of most of the 

UK’s major door manufacturers for single leaf 

door applications.

Most fire door applications are assembled 

and installed in component format. By using 

BWF Approved Fire Door Casings or Linings, 

you can be assured that providing you 

follow the door manufacturer’s own fitting 

instructions you will be compliant.

All BWF Fire Door Casings and Linings can 

be reduced in width to a minimum of 70mm 

without any effect on end performance and 

whilst still complying with BWF standards. 

If taken below 70mm, casings and linings will 

not meet these recommendations and should 

not be used. The thickness of the linings  

must not be reduced in any way. No other 

changes may be made apart from cross-

cutting the legs and heads to fit the aperture.

Manufacturer
Certificate 
No.

Timber Door Product

Premdor Crosby 
Ltd

195 FD30 Flush

198
FD30 Moulded Skin 
Chipboard Core

240 FD30 PremCORE

Jeld-Wen UK 
Ltd

160
FD30 Flush Timber Door 
Assemblies

271
FD30 Timber Door 
Assemblies

192
FD30 Timber Door 
Assemblies with Non 
(Tubeboard Construction)

Vicaima Ltd 218
(Standard Duty Core) 
Timber Door Assemblies

J B Kind Limited  
& Irmade

154
FD30 Timber Door 
Assemblies

Norma Doors 
Technologies 
S.A.

292
FD30 Timber Door 
Assemblies

Corinthian 
Industries

433
FD30 Panelled Door 
Assemblies

LININGS
BWF approved fire check 

door linings are available 

from your local branch in 

the following sizes:

38x115 f/s 30x108mm 

38x140 f/s 30x133mm
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CASINGS
BWF approved fire check door 

casings are available from your 

local branch in the following sizes:

63x100 f/s 58x94mm 

50x100 f/s 44x95mm 

63x115 f/s 58x108mm  

50x115 f/s 44x108mm 

63x140 f/s 58x133mm 

50x140 f/s 44x133mm 

63x150 f/s 58x144mm 

50x150 f/s 44x144mm
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DOOR FRAME INSTALLATION INSTRUCTIONS

Refer to door leaf installation instructions for detailed information

Only Install as Single Leaf, 

Single Acting, FD30.

This fire door frame is compatible with CERTIFIRE 

certificated, single leaf, single acting, FD30s.

All dimensions are in mm

Only Certifire approved Intumescent, smoke  
and acoustic seals can be used

See door leaf installation instructions  
for dimensions A, B, C & D

Only use Certifire approved door closers and glazing 
systems. Hinges, locks and latches must be CE marked

Grooved for 15mmx4mm intumescent seal

Door leaf Fill frame to 

wall gap with 

mineral fibre or 

intumescent foam

Please refer to the door leaf installation instructions for the 

dimensions and fixing positions of closers, hinges, locks, latches 

and the allowance of glazing.

15mm x 4mm 15mm x 4mm

Door leaf

Frame

10 max
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1. Frame Dimensions 3. Intumescent Seals

Wall

2. Frame Fixing & Hinge Positions

4. Ironmongery & Glazing

See door leaf 

installation 

instructions for 

instructions on 

trimming of 

door leaf

6 frame to wall 

fixings required 

on each side

D

A

C

B

NEVER TRIM 

TOP EDGE OF 

DOOR LEAF

COMPATIBILITY OF 

THESE PRODUCTS 

IS ESSENTIAL FOR 

A FIRE DOOR TO 

ACHIEVE ITS RATING

FD30 FD30S

NEVER REMOVE THIS TAMPER  
EVIDENT LABEL 

from top edge of the door leaf or head of door frame
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